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SOFTWARE PROTECTION 



The present invention relates to software protection and in particular, 
but not exclusively, to the protection of commercial software applications 
against unauthorised copying, use, modification or the like. 

Many proposals have been made for protecting software. However, it has 
been found that even sophisticated proposals can be vulnerable to being 
undermined by a committed hacker. A hacker will often make use of debugger 
software in order to attack the security of software. Debugger programs are 
primarily intended for the legitimate operation of checking for faults in 
complex software. Debugger programs generally operate by inserting an 
interrupt command at a point in the software which the operator wishes to 
review. When execution of the software reaches the interrupt command, 
control is handed to the debugger program, which then looks at the next block 
of code, presenting the results to the operator in high or low level language, 
allowing the operator to check that block before allowing execution of the main 
program to continue. 

One approach used by a hacker seeking to circumvent security 
routines is to use a debugger program to look for points within the main 
program at which security procedures are invoked. Jump commands are 
inserted at that point in order to jump over those routines when the main 
program is executed. Much modern software is sufficiently complex that the 
task of locating these points within the main program is arduous, but 
nevertheless, a skilled and determined hacker is likely to be able to find them 
eventually. Once found, the hacker can disable the security routines, which 
renders even the most sophisticated routine ineffective. 

According to the present invention, there is provided a software 
protection arrangement which comprises first storage means containing 
protected software; and security means operable to authorise execution of the 
protected software in response to successful completion of one or more security 
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checks, the security means comprising:- 



(a) at least one block of executable code which is stored in non-executable 
form and which requires execution to authorise execution of the protected 
software; 

(b) conversion means operable to convert the said block of code to an 
executable form by means of an algorithm which requires at least one 
conversion key, and further operable to derive a conversion key, for use in the 
algorithm, by reference to a target block of code in executable or non-executable 
form; 

whereby an appropriate conversion key will be derived only if the target block is 
unmodified. 

The security means may comprise a pluraUty of blocks of executable 
code stored in non-executable form and each of which requires execution to 
authorise execution of the protected software, the conversion means being 
operable to convert each block to executable form. Conversion of each block is 
preferably achieved by a conversion key derived from a respective target block. 
At least one block is preferably operable, upon execution, to convert another 
block to an executable form for subsequent execution. Each block is preferably 
operable, upon execution, to convert another block to an executable form for 
subsequent execution. 

The or each target block may be contained within the protected software 
or within the first security means. 

The first storage means preferably stores the protected software in non- 
executable form, the security means being operable to convert the protected 
software to executable form. The protected software is preferably held in the 
first storage means in encrypted or compressed form. 



Preferably the or each algorithm for converting code is a CRC algorithm. 
Preferably the or each block of code is initially in compressed and/or encrypted 
form. 

The invention also provides computer software operable to provide 
protection for a second item of computer software, the protection software 
comprising security means operable to authorise execution of the protected 
software in response to successful completion of one or more security checks, 
and having at least one block of executable code which is stored in non- 
executable form and which requires execution to authorise execution of the 
protected software, and the protection software further comprising conversion 
means operable to convert the said block of code to an executable form by 
means of an algorithm which requires at least one conversion key, the 
conversion means being further operable to derive a conversion key, for use in 
the algorithm, by reference to a target block of code in executable or non- 
executable form, whereby an appropriate conversion key will be derived only if 
the target block is unmodified. 

The invention also provides a computer memory device containing 
computer software as set out above. 

The invention also provides a computer system containing an item of 
computer software protected by means of computer software as set out above. 

Examples of the present invention will now be described in detail, by way 
of example only, and with reference to the accompanying drawings, in which:- 

Fig. 1 is a schematic diagram of a computer system with which a 
software protection arrangement according to the invention may be 
implemented; 

Fig. 2 is a schematic diagram of the contents of RAM of the system of Fig. 
1, during implementation of the invention; 
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Fig. 3 corresponds with Fig. 2, showing an alternative form of 
implementation of the invention; 

Fig. 4 schematically illustrates part of the listing of the security software 
illustrated in Figs. 2 and 3; 

Fig. 5 schematically illustrates the end of the listing of the security 
software of Figs. 1 and 2; and 

Fig. 6 schematically illustrates a further form of implementation of the 
invention. 

Fig. 1 illustrates the basic components of a data processing system with 
which the invention can be implemented. A computer system 10 contains a 
processor 12 to which input/output devices 14 are connected. The processor 12 
is provided with random access memory (RAM) 16 for use during processing. 
Additional memory capacity is provided at 18, for instance in the form of a 
hard drive. 

It is common practice for a software application to be stored on the drive 
18 imtil needed, and then to be loaded by compiling into a machine code 
version which is installed on the RAM 16, for speed of access and processing by 
the processor 12. The present invention relates to the treatment of the software 
after loading onto the RAM 16 and accordingly, no further description will be 
given of the operation of loading from memory 18 to RAM 16, these operations 
being conventional in themselves, and readily understood by the skilled reader. 

Example I 

Fig. 2 illustrates a simple example of implementation of the invention. 
Alternative forms, which are more elaborate, are described below (Examples 2 
and 3). 



5 

In Fig. 2, the RAM 16 is shown to contain two blocks of softwcire 20,22. 
The first block 20 is the software protected by the arrangement of the 
invention. The block 22 is a securit>' block v/hich implements the protection 
arrangements. The protected software 20 includes an application 14 (such as a 
word processor application) at 14, headed by a security header 26. 

The application 24 will be stored in encrypted form, as is conventional, 
and may also be compressed. Consequently, the application 24 cannot be used 
until it has been converted to an executable form. Conventionally, this would 
be controlled by the security header 26, which would cause the application 24 
to be decrypted and decompressed after making various security checks, such 
as to check software licence details held within the computer system 10, details 
of the user, the current date and time (in the event the software is licensed for a 
specified period), and the like. Once those checks had been successfully 
completed, the header 26 would decrypt and decompress the application 24 and 
move the program pointer of the processor 12 to the beginning of the 
application 24, thereby handing control of the system 10 to the application 24. 
This type of protection can be effective in many circumstances, but is 
vulnerable to a hacker circumventing one or more of the checks made by the 
security header 26 by inserting JUMP commands, as described above, thereby 
enabling the application 24 to be run without all of the normal security checks 
having been made. 

The security block 22 is provided to address this deficiency. 

The security block 22 is a block of code which provides two principal 
functions. First, one or more security checks of the type normally provided by 
a security header 26 are made when the block 22 is executed. These checks 
may duplicate checks made by the header 26, or be in addition to them. The 
manner in which security checks are divided between the security header 26 
and the block 22 can be varied widely and is not itself an important aspect of 
the invention. 

However, in accordance with the invention, the function of decrypting 



the application 24 is no longer instructed by the header 26, but is under the 
control of the block 22. Decryption of the appUcation 24 is preferably the final 
act of the block 22 when executed, following which control is handed from the 
block 22 to the decrypted application 24. 

In this way, decryption of the application 24 cannot occur unless the 
block 22 successfully reaches the end of its procedures, allowing decryption to 
be authorised and implemented. 

The security block 22 is therefore a likely target for a hacker seeking to 
circumvent the protection provided by the invention. A successful attack on 
the block 22 is prevented as foUows. 

The security block 22 is initially (prior to execution) held in encrypted 
form. Encryption is by means of an encryption algorithm which requires at 
least one conversion key for decryption. Many encryption algorithms are 
known which require conversion keys for decryption. Conversion keys are 
commonly numerical or are used in a numerical fashion within the algorithm 
after conversion to numerical form, such as from machine code values of alpha- 
numeric characters forming the conversion key. One class of algorithms which 
can be used with the invention are known as CRC (cyclic redundancy check) 
algorithms. A CRC algorithm assesses a target block of code to produce a 
numerical value which is characteristic of the target block. Thus, a simple CRC 
algorithm might add together the machine code values of each character of the 
target block of code. Other CRC algorithms could be much more sophisticated 
than a simple addition process. However, it is important to note that each time 
the CRC algorithm is applied to the target block of code, the same value will be 
returned, whereas any change within the target block will cause a different 
value to be returned. 

In this example, the security block 22 is held in encrypted form by use of 
a CRC encryption algorithm. A decryption step is thus required when the block 
22 first runs. This decryption seeks to decrypt the remainder of the block 22 
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from a non-executable to an executable form. This is achieved by executing a 
CRC decryption routine based on a conversion key which is derived as a CRC 
value from a target block. The target block is preferably the encrypted block 
22. 

The consequences of these arrangements can be best understood by 
explaining the sequence of events when the application 24 is called. 

Initially, the program pointer of the processor 12 will be pointed at the 
beginning of the security header 26, which will execute security checks before 
handing control to the block 22. At this stage, the application 24 is still in 
encrypted form. The block 22 is also in an encrypted form and is first 
decrypted. Decryption is achieved by an algorithm which requires a conversion 
key. The conversion key is the CRC value derived from the block 22 itself. If 
the block 22 has not been modified, an appropriate CRC value will be returned 
to allow conversion. The block 22 can then run normally, as a result of which, 
the application 24 will be decrypted by operation of the block 22. After the 
block 22 has fully executed, control will be handed to the application 24, which 
then runs in the normal manner. However, in the event that the block 22 has 
been modified in any way, the CRC value of the block 22 will have changed. As 
a result, the value used as a conversion key in the decryption algorithm will not 
be appropriate for correct decryption. The decrypted version of the block 22 
will be corrupt. In any real situation, it is expected that any change to the 
conversion key would cause sufficient corruption as to prevent any further 
execution of the block 22. This would leave the application 24 in encrypted 
form. 

Any attempt to use a debugger program to analyse the block 22 will 
cause the introduction of interrupt commands within the block 22, as has been 
described above. The act of using the debugger to look at the block 22 will 
therefore itself change the CRC value of the block 22, even before the debugger 
is used to make changes. The change to the CRC value will prevent the 
application 24 from being decrypted. Thus, operation of the application 24 is 
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prevented by an attempt to look at the security provided by the block 22, even 
if no modification of the security block is made as a result of the inspection. 

A hacker seeking to circumvent security will be most interested in 
looking at those blocks of code which appear to be responsible for security 
checks. It is therefore preferred that the target block used for producing a CRC 
value for decryption of the security block 22 includes at least part of the block 
which conducts one or more security checks prior to authorising decryption of 
the application 24. Thus, all of these security checks could be executed by the 
decrypted block 22, in which case, the CRC conversion key could be derived 
from all or part of the encrypted block 22. Alternatively, some checks could be 
executed by the block 22, in which case the CRC value could be derived wholly 
or partly from all or part of the header 26. 

Example 2 

Fig. 3 illustrates a more complex alternative implementation of the 
invention. Many features illustrated in Fig. 3 correspond with the features of 
Fig. 2, and like numerals are used for these features. 

The principal difference between the implementations of Figs, 2 and 3 is 
the manner of encryption of the security block 22. The block 22 is illustrated 
as a plurality of sub-blocks 30. The sub-blocks 30 together provide an 
encrypted form of the block 22, but each sub-block 30 is separately encrypted. 
Each may be encrypted by the same algorithm and a respective conversion key, 
or by different algorithms, each requiring the same conversion key, or by 
different algorithms requiring different conversion keys. 

When the example of Fig. 3 is run, the sequence of operations is largely 
the same as that described above in relation to Fig. 2, except as follows. When 
the block 22 is first called, a decryption algorithm is executed to decrypt only 
the uppermost sub-block 30. This may be by means of a CRC value of the sub- 
block being decrypted, or another sub-block, or a target block elsewhere (such 
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as all or part of the security header 26). After decryption, the first sub-block 30 
can then be executed. This may implement security checks, or other initial 
routines. Execution of the first sub-block 30 concludes with an instruction to 
decrypt the second sub-block 30. This is achieved by a decryption algorithm 
requiring a conversion key which will preferably be derived at the time of 
decryption, even if the conversion key is the same as the conversion key used 
for decrypting the first sub-block 30. Thus, any interference in the target block 
since decryption of the first sub-block will cause a change in the CRC code, and 
thus cause corrupt decryption of the second sub-block 30. 

These operations are illustrated more fully in Fig. 4. Fig. 4 illustrates 
three lines of code at the boundary between the first and second sub-blocks 
3 OA, 3 OB. Sub-block 3 OA concludes at line 99 with a final line, the nature of 
which is not important to the invention. Line 100 is then executed. This is a 
decryption instruction. The instruction specifies the block of data to be 
decrypted, here lines 101 to 200, which represent the second sub-block 30B. 
Instruction 100 also identifies the algorithm to be used, here algorithm A. 
Finally, instruction 100 identifies the conversion key to be used by specifying 
the lines (here specified as lines 101 to 200) to be used as a target block to 
derive a conversion key for use within algorithm A. 

Once line 100 has been executed, execution will move to line 101. In the 
event that line 100 achieved successful decryption, line 101 will correctly 
indicate the first action of the second sub-block 3 OB. Successful decryption 
would occur if the sub-block 3 OB had not been modified, so that the correct 
CRC value was used as a decryption key. However, if the second sub-block 303 
had been modified, or was being inspected by a debugger program at the time 
the CRC value was being calculated, line 101 the wrong CRC value would be 
used for decryption, the sub-block 30B would be corrupt, and execution would 
cease at that point. This would leave the application 24 in encrypted form. 

As execution of the security block 22 continues, each sub-block 30 is 
decrypted in its turn by the preceding sub-block, in the manner just described 



and as indicated by the arrows 32 in Fig. 3. In the event that there is no 
corruption in the block 22, and a debugger program is not being used, the block 
22 will fuUy decrypt in uncorrupted form, and execute successfully, reaching 
the end of the final sub-block 30, illustrated in Fig. 5. At the end of the final 
sub-block 30, that is, at the end of execution of the block 22, there is an 
instruction (line 998) to decrypt the application 24. followed by an instruction 
(Une 999) to go to the application 24. The decryption at 998 can be based on an 
algorithm requiring a decryption key derived as a CRC value as described above, 
in order to further apply the principles of the invention. Line 999 will only be 
reached and executed correctly if every sub-block 30 has been correctly 
decrypted. 

The two examples described above assume that execution of the software 
commences with the security block 22 separately installed in the RAM 16, as 
iUustrated in Figs. 2 and 3. The third example, illustrated in Figs. 6A and 6B 
includes a further decryption and decompression step, as follows. 

Initially, the RAM 16 includes a single block of software 20A (Fig. 6 A). 
This incorporates the encrypted application 24, the security header 26, and a 
security stub 40, illustrated in this example as attached to the end of the 
application 24. The security stub 40 incorporates a compressed and encrypted 
version of the security block 22 of Examples 1 or 2. The security header 26 
includes an instruction to decrypt and/or decompress the stub 40 and to install 
the result as a separate block, forming the security block 22 (Fig. 6B). When the 
security header 26 has fully executed, control will then pass to the security 
block 22. Subsequent execution will proceed as described above in relation to 
Example 1 or Example 2. 

An advantage of this example is to allow the stub 40 to be provided as 
part of the software licensed to a legitimate user, so that the block 20 as 
illustrated in Fig. 3A will be installed, including the stub 40, when the Ucensed 



application is installed. This ensures that a properly licensed version of the 
application 24 is always accompanied by the security' stub 40, thus ensuring 
that the authorised copy remains protected by the benefits of the software 
protection arrangements of the invention. 

It will be apparent that many variations and modifications can be made 
to the embodiments described above, without departing from the scope of the 
present invention. In particular, many different algorithms for decryption and 
for calculation of CRC values could be used. 

Whilst endeavouring in the foregoing specification to draw attention to 
those features of the invention believed to be of particular importance it should 
be understood that the Applicant claims protection in respect of any patentable 
feature or combination of features hereinbefore referred to and/or shown in the 
drawings whether or not particular emphasis has been placed thereon. 
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